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General information about the GF-Quad Dolly 

The GF-Quad is a lightweight dolly that because of its flexibility, mobility and 
innovative features, provides a wide range of functions for camera movement on set.  
 
Flexibility on set: 
As a standard, the GF-Quad Dolly is equipped with pneumatic wheels but can, 
without tools, easily be transformed into a track dolly. 
For use on track there is a choice of skateboard or track wheels. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Ground surface use         On track 

 
Mobility on set: 
The GF-Quad Dolly is equipped with 2 steering axles both of which have corrected 
steering geometry. These are the key to providing a choice of the 3 different steering 
modes.  
 
 Front wheel steering ï 4 wheel steering ï Rear wheel steering  
 
 
 
 
 
 
 
 
           
 
 
 
The 4 wheel steering is especially useful  
for narrow curved and circular moves, enabling  
a small circle of 80cm / 31ò diameter. 
Furthermore, the front steering axle may be  
locked at any angle within its range, allowing a  
repeatability of curved or straight moves. 



 

   - 3 - 

Functionality on set: 
The GF-Quad Dolly has numerous possibilities to connect various mounts and 
accessories. There are 5 connection positions for mounting a Euro-adapter plate and 
also 3 dedicated holes to accommodate a camera tripod. With these features you are 
well equipped to tackle your next shoot whether it be on location or in the studio. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
      

     Euro-adapter connections   Tripod connection
  
 
        Connection positions    
 

 
 
Additional Features: 

 GF-Quad Dolly Platform  Ÿ  Lightweight aluminium construction: High
     stability, low weight 

 

 Telescopic Pushbar  Ÿ  Mountable at both ends of dolly and with
     adjustable width for track and doorway shots 

 

 Steering rod    Ÿ  3 fixed positions via locking pin.   
     Horizontal, vertical und  60° settings.  

Step-less angle adjustment by removing 
locking pin and using locking lever 

 

 Brakes on pneumatic and track wheels 
 

 Maintenance free 4 wheel steering mechanism 
 

 Light moving steering  
 

 Compact dimensions Ÿ  The 75cm / 29ñ wide dolly allows easy 
manoeuvring through tight doorways. 
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Removable 
pneumatic 

wheel 

Brakes 
 

GF-Quad Dolly Technical Specifications   

Dimensions and weights 
 
  Without additional platforms With additional platforms 

  

With pneumatic wheels* 
     
L x W/ kg /lbs: 

122 cm x 75 cm / 43 kg  
      48 inch x 29 inch / 94lbs 

122 cm x 105 cm / 47 kg 
     48 inch x 41 inch / 103lbs 

With track wheels* 
    

 L x W/ kg /lbs 
121 cm x 78 cm / 40 kg 

 47 inch x 30 inch / 88lbs 
121 cm x 105 cm / 44 kg 
47 inch x 41 inch / 96lbs 

With skateboard wheels* L x W/ kg /lbs 
120 cm x 74 cm / 35 kg 

  47 inch x 29 inch / 77lbs 
120 cm x 105 cm / 39 kg 
47 inch x 41 inch / 85lbs 

Max. working load** [kg / lbs]: 250 kg / 550lbs 

 * Weight includes: dolly platform und steering rod 
 ** Maximum allowed working load on dolly platform consists of:  
  2 pers, accessoires and camera 

GF-Quad Dolly components 

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
 

GF-Quad Dolly components 

Steering rod 
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pneumatic 

wheel 
 

Euro-adapter 
 

Locking lever for 
steering 

transmission 

 

Telescopic 
pushbar 

 

Connection for  
Euro-adapter 

ür 
Euroadapterplatte 

 

Connection holes for additional platforms 

 

Seat arm extension 
 

Turnstile mount 

Seat 
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Introduction 

 
We would like to thank you for choosing the GF-Quad Dolly and also for the trust you 
place in us by making this decision.  
 
To enable you to utilize all the features and options that are available, and above all 
to operate in a safe and responsible manner, there some rules and guidelines that 
must be followed.  
 

The assembly instructions and safety guidelines must be read and 
understood before set-up or operation.  
 
The dolly may only be used in accordance with the manufacturerôs instruction 
manual. The manufacturerôs technical specifications and limits must be adhered to at 
all times and in no way exceeded. 
 
The manufacturer accepts no liability for damages or injuries, for incidents or 
accidents occurring due to negligence by the operator or misuse of the dolly or 
disregarding the instruction manual. 

 
 
 
  
 
 
 
 
 



 

   - 6 - 

Safety Guidelines 

 
Condition of equipment: 
Before using the GF-Quad Dolly check to ensure that all components (removable 
wheels, steering rod, steering axles, turnstile mount, Euro-adapter, tripod etc) are  
secured correctly and that the respective safety elements are in place. 
 
To avoid unwanted platform movement and instability, ensure that the 4 pneumatic 
wheels are filled to the manufacturers recommend tire pressure of 2,8Bar / 40PSI. 
In cases where the dolly is used with lower pressure, ensure that all 4 tires have the 
same pressure. 
 
To ensure an optimal working situation, only original GFM parts and accessories 
should be used with the GF-Quad Dolly. 
 
Working surface conditions and payload: 
Ensure that the ground surface is stable and cannot give way. The ground surface 
must be stable enough to support at least 500 kg/m2 = 1100 lbs/ sq yard 
 
In general the working surface must be flat, horizontal, solid enough to take the 
respective load and free from obstructions. Should these conditions not be available 
naturally then they must be created. In such cases the dolly must be used on track 
and the track must be assembled on a stable underlay. The correct underlay must be 
used and it must be ensured that the track and underlay are secured against moving, 
slipping and collapse. Ensure that the underlay meets the specified weight 
requirements and stability requirements and is laid in a manner that does not cause 
the operators to trip over. 
 
When using a track system the assembly instructions and safety guidelines must be 
read and understood before set-up or operation.  
 
Loading the Dolly: 
When loading the GF-Quad Dolly it is important to achieve an equal distribution of 
weight. Avoid one sided or off-set payloads at either side or end of the main dolly 
platform and also on the extra side platforms. 
Loading the dolly equally reduces the risk of tipping it over and ensures a safer and 
more comfortable working environment.  
 
The maximum working load on the GF-Quad Dolly is 250 kg / 550 lbs and 
consists of:  

2 pers, accessories and camera 
 
The maximum working load may not be exceeded! 
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Operating the dolly: 
When operating the dolly, banging or crashing into objects should be avoided. 
 
Curved movements should be made at no more than a walking pace. The same 
applies for track moves. Furthermore track underlay and support material must be 
laid in a manner that does not cause the operators to fall or trip over it. 
 
 
Dolly transportation: 
 
When transporting the dolly, all temporarily assembled accessories should be 
removed from the dolly and the steering rod should folded flat onto the platform.  
To avoid damage and injury all loose objects must be secured and tied down to avoid 
any unwanted movement caused by abrupt braking or similar occurrences. 
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Operation and assembly instructions 

 
The following instructions describe the handling and assembly of accessories on the 
GF-Quad Dolly. 

1 Ground conditions 

 
Before using the GF-Quad Dolly, the ground and surface conditions should be 
inspected to ensure that they meet with the requirements as per the Safety 
Guidelines and in turn the respective wheel type can be selected. For this 
purpose there is a selection of wheel types available for the GF-Quad Dolly: 
 

Ground / floor operation:          Track operation: 
  

 
 
 
 
 
 
 
 

 Pneumatics           Track wheels               Skateboard wheels 
 

2 Changing the wheels 

 
Assembly: 
As a standard, the pneumatic wheels are equipped with axles.  
 
Attention: The GF-Quad Dolly has a rotation restrictor on the wheel 

axles which also defines the exact assembly position of 
the wheel. So when connecting, ensure that the flat part 
on the wheel axle joins with the flat counterpart on the axle 
connection on the base. 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

Axle 
 

Axle connection 
 

Rotation restrictor  
(Flat part und 
counterpart) 
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Wheel axle 
with knurled 

knob 
 

 
To mount the wheels proceed as follows: 
 
 By holding the knurled knob, insert the axle  

into the axle connection as far as it will go. 
 
Pressing the axle inwards, rotate it until 
the flat rotation restrictor on the axle meets with  
the flat rotation restrictor on the axle connection 
and insert fully.  

   
         Pneumatic wheel 

 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
        Montage der Luftreifen 
             Mounting the pneumatic wheel 

 
 An alternative method is to align the 2 flat rotation restrictors 
 in advance and insert fully until connected completely.  
 
Tip: The wheels are mounted correctly when: 

 The flat rotation restrictor on the axle is covered by the flat rotation 
restrictor on the axle connection 

 The locking pin is inserted fully (audible ñclickò) 

 The axle cannot rotate or be removed (unless by disengaging the 
locking pin) 

 
 Attention: Prior to mounting the pneumatic wheels, ensure that the
   wheel brakes are opened fully. Itôs not possible to mount 
   the pneumatic wheels when the brake is in the locked 
   position! 

Wheel 
brake 

Locking pin 


